




































































































































































































































































































































































































































































































































 CITY OF DAYTON 

SOIL EROSION SURVEY 

 

Location/Project: _________________________          

Date of Survey: ___________________________                   

Survey By: _______________  
Note: Surveys shall be conducted every 7 days or as soon as possible after a 0.5” or greater rainfall. 

                          
TEMPORARY STABILIZATION 

All disturbed areas that will lie dormant for 45 days or longer must be stabilized within 7 days of the date that 

the area becomes inactive.  Areas within 50 feet of a stream must be stabilized within 2 days of inactivity. 

 

A. Dormant, disturbed areas stabilized in their entirety?  Yes___  No ___ 

B. Disturbed areas outside silt fence seeded or mulched?  Yes___  No ___ 

C. Stockpiles that will sit 45 days or longer stabilized?   Yes___  No ___  

D. Seed or mulch blown away?                            Yes___ No ___ 

 

Findings: _______________________________________________________________ 

  _______________________________________________________________ 

 

CONSTRUCTION ENTRANCES 

If there is not a paved access road, a stone access road should be installed at every point where vehicles 

enter or exit the road. 

 

A. Construction drive required on the project?   Yes___ No ___  

B. Designed and installed properly?    Yes___ No ___  

C. Construction drive maintained (stone reapplied if needed)? Yes___ No ___  

D. Truck tracking mud onto the pavement?   Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

SILT FENCES 

Used at the perimeter of a disturbed area. 

 

A. Silt fence required on the project and installed properly?  Yes ___ No___(if yes, proceed to B-C) 

B. Silt fence maintained (no gaps, tears or rips)   Yes ___ No___  

C. Additional perimeter silt fencing needed?   Yes ___ No___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

INLET PROTECTION 

Installed at yard drains and curb drains where these inlets do not drain to a sediment trap or basin. 

 

A. Inlet protection required on the project?   Yes ___ No___ 

B. Inlet protection maintained (no sags, tears or rips)?  Yes ___ No___  

C. Additional inlet protection needed?    Yes ___ No___ 

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

NON-SEDIMENT POLLUTION CONTROL 

 

A. Concrete wash down area designated?   Yes___ No ___ 

B. Fuel tanks and drums contained?    Yes___ No ___  

C. Streets swept to keep clean and free from sediment?  Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

18 Jefferson St

7/19/19

Clint Conner

NA. No disruption of soil.

NA. No construction drive.

X

NA. No tanks or concrete.

No soil Disruption



 CITY OF DAYTON 

SOIL EROSION SURVEY 

 

Location/Project: _________________________          

Date of Survey: ___________________________                   

Survey By: _______________  
Note: Surveys shall be conducted every 7 days or as soon as possible after a 0.5” or greater rainfall. 

                          
TEMPORARY STABILIZATION 

All disturbed areas that will lie dormant for 45 days or longer must be stabilized within 7 days of the date that 

the area becomes inactive.  Areas within 50 feet of a stream must be stabilized within 2 days of inactivity. 

 

A. Dormant, disturbed areas stabilized in their entirety?  Yes___  No ___ 

B. Disturbed areas outside silt fence seeded or mulched?  Yes___  No ___ 

C. Stockpiles that will sit 45 days or longer stabilized?   Yes___  No ___  

D. Seed or mulch blown away?                            Yes___ No ___ 

 

Findings: _______________________________________________________________ 

  _______________________________________________________________ 

 

CONSTRUCTION ENTRANCES 

If there is not a paved access road, a stone access road should be installed at every point where vehicles 

enter or exit the road. 

 

A. Construction drive required on the project?   Yes___ No ___  

B. Designed and installed properly?    Yes___ No ___  

C. Construction drive maintained (stone reapplied if needed)? Yes___ No ___  

D. Truck tracking mud onto the pavement?   Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

SILT FENCES 

Used at the perimeter of a disturbed area. 

 

A. Silt fence required on the project and installed properly?  Yes ___ No___(if yes, proceed to B-C) 

B. Silt fence maintained (no gaps, tears or rips)   Yes ___ No___  

C. Additional perimeter silt fencing needed?   Yes ___ No___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

INLET PROTECTION 

Installed at yard drains and curb drains where these inlets do not drain to a sediment trap or basin. 

 

A. Inlet protection required on the project?   Yes ___ No___ 

B. Inlet protection maintained (no sags, tears or rips)?  Yes ___ No___  

C. Additional inlet protection needed?    Yes ___ No___ 

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

NON-SEDIMENT POLLUTION CONTROL 

 

A. Concrete wash down area designated?   Yes___ No ___ 

B. Fuel tanks and drums contained?    Yes___ No ___  

C. Streets swept to keep clean and free from sediment?  Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

1933 Troy / BD Transportation

7/19/19

Clint Conner

Project has not started

Project has not started

Project has not started

Project has not started

Project has not started



 CITY OF DAYTON 

SOIL EROSION SURVEY 

 

Location/Project: _________________________          

Date of Survey: ___________________________                   

Survey By: _______________  
Note: Surveys shall be conducted every 7 days or as soon as possible after a 0.5” or greater rainfall. 

                          
TEMPORARY STABILIZATION 

All disturbed areas that will lie dormant for 45 days or longer must be stabilized within 7 days of the date that 

the area becomes inactive.  Areas within 50 feet of a stream must be stabilized within 2 days of inactivity. 

 

A. Dormant, disturbed areas stabilized in their entirety?  Yes___  No ___ 

B. Disturbed areas outside silt fence seeded or mulched?  Yes___  No ___ 

C. Stockpiles that will sit 45 days or longer stabilized?   Yes___  No ___  

D. Seed or mulch blown away?                            Yes___ No ___ 

 

Findings: _______________________________________________________________ 

  _______________________________________________________________ 

 

CONSTRUCTION ENTRANCES 

If there is not a paved access road, a stone access road should be installed at every point where vehicles 

enter or exit the road. 

 

A. Construction drive required on the project?   Yes___ No ___  

B. Designed and installed properly?    Yes___ No ___  

C. Construction drive maintained (stone reapplied if needed)? Yes___ No ___  

D. Truck tracking mud onto the pavement?   Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

SILT FENCES 

Used at the perimeter of a disturbed area. 

 

A. Silt fence required on the project and installed properly?  Yes ___ No___(if yes, proceed to B-C) 

B. Silt fence maintained (no gaps, tears or rips)   Yes ___ No___  

C. Additional perimeter silt fencing needed?   Yes ___ No___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

INLET PROTECTION 

Installed at yard drains and curb drains where these inlets do not drain to a sediment trap or basin. 

 

A. Inlet protection required on the project?   Yes ___ No___ 

B. Inlet protection maintained (no sags, tears or rips)?  Yes ___ No___  

C. Additional inlet protection needed?    Yes ___ No___ 

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

NON-SEDIMENT POLLUTION CONTROL 

 

A. Concrete wash down area designated?   Yes___ No ___ 

B. Fuel tanks and drums contained?    Yes___ No ___  

C. Streets swept to keep clean and free from sediment?  Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

257 Hopeland

7/19/19

Clint Conner

NA
NA
NA

X

Spoils will be moved before the 45 day mark

X
X
X

X

Contractor installed temp drive on Thursday 7/18/19

X

X
X

Silt fence added around disturbed areas

X

X

Contractor is installing curb inlet today

X

NA
X

No fuel tanks on site



 CITY OF DAYTON 

SOIL EROSION SURVEY 

 

Location/Project: _________________________          

Date of Survey: ___________________________                   

Survey By: _______________  
Note: Surveys shall be conducted every 7 days or as soon as possible after a 0.5” or greater rainfall. 

                          
TEMPORARY STABILIZATION 

All disturbed areas that will lie dormant for 45 days or longer must be stabilized within 7 days of the date that 

the area becomes inactive.  Areas within 50 feet of a stream must be stabilized within 2 days of inactivity. 

 

A. Dormant, disturbed areas stabilized in their entirety?  Yes___  No ___ 

B. Disturbed areas outside silt fence seeded or mulched?  Yes___  No ___ 

C. Stockpiles that will sit 45 days or longer stabilized?   Yes___  No ___  

D. Seed or mulch blown away?                            Yes___ No ___ 

 

Findings: _______________________________________________________________ 

  _______________________________________________________________ 

 

CONSTRUCTION ENTRANCES 

If there is not a paved access road, a stone access road should be installed at every point where vehicles 

enter or exit the road. 

 

A. Construction drive required on the project?   Yes___ No ___  

B. Designed and installed properly?    Yes___ No ___  

C. Construction drive maintained (stone reapplied if needed)? Yes___ No ___  

D. Truck tracking mud onto the pavement?   Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

SILT FENCES 

Used at the perimeter of a disturbed area. 

 

A. Silt fence required on the project and installed properly?  Yes ___ No___(if yes, proceed to B-C) 

B. Silt fence maintained (no gaps, tears or rips)   Yes ___ No___  

C. Additional perimeter silt fencing needed?   Yes ___ No___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

INLET PROTECTION 

Installed at yard drains and curb drains where these inlets do not drain to a sediment trap or basin. 

 

A. Inlet protection required on the project?   Yes ___ No___ 

B. Inlet protection maintained (no sags, tears or rips)?  Yes ___ No___  

C. Additional inlet protection needed?    Yes ___ No___ 

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

NON-SEDIMENT POLLUTION CONTROL 

 

A. Concrete wash down area designated?   Yes___ No ___ 

B. Fuel tanks and drums contained?    Yes___ No ___  

C. Streets swept to keep clean and free from sediment?  Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

1654 Springfield St/ Certified Cultivators

7/19/19

Clint Conner

No earth disturbed.

The site has asphalt parking lot that is not disturbed at this time

No disturbed area

All inlets are private and go to a percolation system

X

Contractor was asked about a concrete washout area and said no concrete to be poured.



 CITY OF DAYTON 

SOIL EROSION SURVEY 

 

Location/Project: _________________________          

Date of Survey: ___________________________                   

Survey By: _______________  
Note: Surveys shall be conducted every 7 days or as soon as possible after a 0.5” or greater rainfall. 

                          
TEMPORARY STABILIZATION 

All disturbed areas that will lie dormant for 45 days or longer must be stabilized within 7 days of the date that 

the area becomes inactive.  Areas within 50 feet of a stream must be stabilized within 2 days of inactivity. 

 

A. Dormant, disturbed areas stabilized in their entirety?  Yes___  No ___ 

B. Disturbed areas outside silt fence seeded or mulched?  Yes___  No ___ 

C. Stockpiles that will sit 45 days or longer stabilized?   Yes___  No ___  

D. Seed or mulch blown away?                            Yes___ No ___ 

 

Findings: _______________________________________________________________ 

  _______________________________________________________________ 

 

CONSTRUCTION ENTRANCES 

If there is not a paved access road, a stone access road should be installed at every point where vehicles 

enter or exit the road. 

 

A. Construction drive required on the project?   Yes___ No ___  

B. Designed and installed properly?    Yes___ No ___  

C. Construction drive maintained (stone reapplied if needed)? Yes___ No ___  

D. Truck tracking mud onto the pavement?   Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

SILT FENCES 

Used at the perimeter of a disturbed area. 

 

A. Silt fence required on the project and installed properly?  Yes ___ No___(if yes, proceed to B-C) 

B. Silt fence maintained (no gaps, tears or rips)   Yes ___ No___  

C. Additional perimeter silt fencing needed?   Yes ___ No___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

INLET PROTECTION 

Installed at yard drains and curb drains where these inlets do not drain to a sediment trap or basin. 

 

A. Inlet protection required on the project?   Yes ___ No___ 

B. Inlet protection maintained (no sags, tears or rips)?  Yes ___ No___  

C. Additional inlet protection needed?    Yes ___ No___ 

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

NON-SEDIMENT POLLUTION CONTROL 

 

A. Concrete wash down area designated?   Yes___ No ___ 

B. Fuel tanks and drums contained?    Yes___ No ___  

C. Streets swept to keep clean and free from sediment?  Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

7/19/19

Clint Conner

Project has not started

Project has not started

Project has not started

Project has not started

Project has not started

149 Cambridge House Apt



 CITY OF DAYTON 

SOIL EROSION SURVEY 

 

Location/Project: _________________________          

Date of Survey: ___________________________                   

Survey By: _______________  
Note: Surveys shall be conducted every 7 days or as soon as possible after a 0.5” or greater rainfall. 

                          
TEMPORARY STABILIZATION 

All disturbed areas that will lie dormant for 45 days or longer must be stabilized within 7 days of the date that 

the area becomes inactive.  Areas within 50 feet of a stream must be stabilized within 2 days of inactivity. 

 

A. Dormant, disturbed areas stabilized in their entirety?  Yes___  No ___ 

B. Disturbed areas outside silt fence seeded or mulched?  Yes___  No ___ 

C. Stockpiles that will sit 45 days or longer stabilized?   Yes___  No ___  

D. Seed or mulch blown away?                            Yes___ No ___ 

 

Findings: _______________________________________________________________ 

  _______________________________________________________________ 

 

CONSTRUCTION ENTRANCES 

If there is not a paved access road, a stone access road should be installed at every point where vehicles 

enter or exit the road. 

 

A. Construction drive required on the project?   Yes___ No ___  

B. Designed and installed properly?    Yes___ No ___  

C. Construction drive maintained (stone reapplied if needed)? Yes___ No ___  

D. Truck tracking mud onto the pavement?   Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

SILT FENCES 

Used at the perimeter of a disturbed area. 

 

A. Silt fence required on the project and installed properly?  Yes ___ No___(if yes, proceed to B-C) 

B. Silt fence maintained (no gaps, tears or rips)   Yes ___ No___  

C. Additional perimeter silt fencing needed?   Yes ___ No___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

INLET PROTECTION 

Installed at yard drains and curb drains where these inlets do not drain to a sediment trap or basin. 

 

A. Inlet protection required on the project?   Yes ___ No___ 

B. Inlet protection maintained (no sags, tears or rips)?  Yes ___ No___  

C. Additional inlet protection needed?    Yes ___ No___ 

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

 

NON-SEDIMENT POLLUTION CONTROL 

 

A. Concrete wash down area designated?   Yes___ No ___ 

B. Fuel tanks and drums contained?    Yes___ No ___  

C. Streets swept to keep clean and free from sediment?  Yes___ No ___  

 

Findings: ___________________________________________________________________ 

  ___________________________________________________________________ 

218 L St.

7/19/19

Clint Conner

NA

Stock piles are to be removed within 14 days

X

Site has no construction drive all vehicles are on pavement.

X
X

X

Contractor is going to clean soils off of the straw waddles

X

X
X

A dandy bag is needed on L St. catch basin in front of 208 L St.

X
NA

X
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